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Specifications and Dimensions subject to change without notice 
Consult your representative for additional options and finishes

http://
www.litesource.com.au/

 ordering information

 description

HIVE 
3-CIRCUIT TRACK LED FIXTURE 

Cylindrical

FITTING WATTAGE COLOUR TEMP

HIVE 10   (Watts) 
12   (Watts) 
 

27K    V Warm White (2700K) 
3K      Warm White (3000K) 
4K      Neutral White (4000K)   

OPTICS

25D   25 Degree 
34D   34 Degree 
48D   48 Degree

FINISH COLOUR

WH   Matte White 
BK    Matte Black 

lamp module

Wattage 10.2 watt 12.2 watts

Colour Temp 3000K 3000K

Luminous Flux** 1105 lm 1500 lm

Efficacy 108 lm/w 125 lm/w

Colour Rendering 85 CRI 85 CRI

** Measure of the useful power emitted by a light source (amount of light produced out of the fixture).  

Aiming  
360o swivel; 180o tilt, with 25o, 34o and 
48o optic options. 

Colour Temperature Options 
• 2700K - Very Warm White 
• 3000K - Warm White 
• 4000K - Neutral White 

Special Features 
Deep regressed LED position for glare 
control 

Effects Devices 
Designed to accept 2 additional effects 
devices 

Power Supply 
Integral to track adaptor 

Options 
• 3-Circuit adaptor (**Standard) 
• Surface Mount (**Optional)
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Specifications and Dimensions subject to change without notice 
Consult your representative for additional options and finishes

 ordering information

 technical 

 description

HIVE 
3-CIRCUIT LED TRACK FIXTURE 

Cylindrical

FITTING WATTAGE COLOUR TEMP

HIVE 10   (Watts) 
11   (Watts) 
16   (Watts)
 

27K    V Warm White (2700K) 
3K      Warm White (3000K) 
4K      Neutral White (4000K)   

OPTICS

25D   25 Degree 
34D   34 Degree 
48D   48 Degree

FINISH COLOUR

WH   Matte White 
BK    Matte Black 

lamp module VS active line luga

Wattage 10.2 watt 11 watts 16.3 watts

Colour Temp 3000K 3000K 3000K

Luminous Flux** 1105 lm 1295 lm 1710 lm

Efficacy 108 lm/w 118 lm/w 105 lm/w

Colour Rendering 85 CRI 85 CRI 85 CRI

DALI Housing

Non Dim & 
PC Housing

125

185

55 55

136mm 53mm

74mm

145mm

74mm

125mm

185mm

35m
m

25m
m
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** Measure of the useful power emitted by a light source (amount of light produced out of the fixture).  

Aiming  
360o swivel; 180o tilt, with 25o, 34o and 
48o optic options. 

Colour Temperature Options 
¥ 2700K - V Warm White 
¥ 3000K - Warm White 
¥ 4000K - Neutral White 

Special Features 
Deep regressed LED position for glare 
control 

Effects Devices 
Designed to accept 2 additional effects 
devices 

Power Supply 
Integral to track adaptor 

Options 
¥ 3-Circuit adaptor (**Standard) 
¥ Surface Mount (**Optional)

Specifications and Dimensions subject to change without notice 
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HIVE 
3-CIRCUIT LED TRACK FIXTURE 

Cylindrical

FITTING WATTAGE COLOUR TEMP

HIVE 10   (Watts) 
11   (Watts) 
16   (Watts)
 

27K    V Warm White (2700K) 
3K      Warm White (3000K) 
4K      Neutral White (4000K)   

OPTICS

25D   25 Degree 
34D   34 Degree 
48D   48 Degree

FINISH COLOUR

WH   Matte White 
BK    Matte Black 

lamp module VS active line luga

Wattage 10.2 watt 11 watts 16.3 watts

Colour Temp 3000K 3000K 3000K

Luminous Flux** 1105 lm 1295 lm 1710 lm

Efficacy 108 lm/w 118 lm/w 105 lm/w

Colour Rendering 85 CRI 85 CRI 85 CRI

42
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DALI Housing

Non Dim & 
PC Housing

125
185

55 55

136mm 53mm
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145mm
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FEATURES :   -  Australian designed & manufactured 
  spotlight with integral light engine and 
  extruded aluminium body
                      -  Can be anodised
                      -  Colour temperatures: 3000K or 4000K
                      -  Beam angle 40º (std) 25º on special request
                      -  Control gear Integral/Remote max 700mA
                      -  Adjustable 90o tilt, 359o swivel
                      -  Suitable for mains 1C/3C track or 3C Dali track 
                      -  Surface mount options
                      -  Ideal for residential, retail, gallery, restaurant 
  and commercial applications

WWW.MASSONFORLIGHT.COM.AU         EMAIL: SALES@MASSONFORLIGHT.COM.AU
* Masson For Light reserves the right to make dimensional, design and technical alterations without prior notice.

APOLLO LED 

LE
D

CODE  WATTAGE          LAMP + DRIVER                       DIMENSIONS

125mm x 70mm

210mm x 63mm x 50mm
*NOTE: DRIVER OPTIONS FOR DIMMING AVAILABLE

10.2WSP70125VS

PRO-B5001
(ACCESSORY)

LED 1000 LUMENS

DRIVER BOX + 3CT/A
(DRIVER ORDERED
 SEPARATELY)

         
EXTRAS :     -  Lamp droppers: 100mm-1500mm (LD)

  !

                
COLOURS :  BLACK         -2
  WHITE         -3
  SILVER          -6
  CUSTOM           -5
  BLACK W/ GOLD INNER -2/6A

PICTURED SP70125V + PRO - B5001 DRIVER BOX

** Measure of the useful power emitted by a light source (amount of light produced out of the fixture).  

Aiming  
360o swivel; 180o tilt, with 25o, 34o and 
48o optic options. 

Colour Temperature Options 
• 2700K - V Warm White 
• 3000K - Warm White 
• 4000K - Neutral White 

Special Features 
Deep regressed LED position for glare 
control 

Effects Devices 
Designed to accept 2 additional effects 
devices 

Power Supply 
Integral to track adaptor 

Options 
• 3-Circuit adaptor (**Standard) 
• Surface Mount (**Optional)
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